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DIAMOND COMBI DRILL & MOBI-RIG

ETN162/3 WET & DRY DRILL
The ETN162/3 has a heavy duty three speed gearbox 
and powerful motor with dual thread 1¼" and ½" 
spindle and is designed for drilling through hard 
concrete, masonry and brick
It is produced with a mechanical safety clutch, 
electronic soft start, temperature control with over 
current cut-off, overload indication and constant 
speed
Combination spindle allows connection between ½" 
BSP and 1¼" BSP wet core bits
The ETN162/3 drill and the BST182 rig have a quick 
mount system which allows the drill to easily and 
securely slot in to place
The drill can be used handheld or with a drill rig
Speed 1 recommended for use with drill rig only, max 
drilling in concrete 162mm / brickwork 202mm
Speed 2 handheld max drilling in brick and block 
122mm
Speed 3 handheld max drilling in brick, concrete and 
block 62mm
32amp power supply required for 110v model
For vacuum base drilling, seal kit and diaphragm 
vacuum pump required

Features

• heavy duty all metal motor body & gearbox
• dual thread for ½" & 1¼" cores
• water feed for drilling hard materials
• large bore outlet for dust extraction
• dust free diamond drilling with vac
• supplied in plastic carry case

Applications

• wet drilling in reinforced concrete
• wet drilling in stone & tiles
• dry drilling in hard brick
• for plumbing & heating holes
• electrical & telecoms holes
• ventilation & conditioning

ETN162
diamond drill

BST182V
drill rig

MOBI-RIG
mobile drill rig

ROTARY WET DIAMOND DRILL, heavy duty metal body, with mechanical safety clutch, for drilling concrete, 110v or 230v
Stock no Description Power Speed Weight Collar Max core Ø Thread Vibration Noise £ ex VAT
471162 ETN162/3 diamond drill 2200w 510/1150/2500rpm 6.7kg 60mm 162mm ½" & 1¼" BSP 3.4m/s 78dBA 889.00

DIAMOND DRILL & RIG, for drilling large diameter holes in concrete, floors & walls
Stock no Description Power Speed Weight Rig Max core Ø £ ex VAT
472163 DBE162 drill & rig 2200w 510/1150/2500rpm 20.7kg BST182 202mm 1548.00

VACUUM SEAL KIT, for BST182 drill rig
Stock no Description £ ex VAT
4771882 vac seal kit 103.00

MOBI-RIG DIAMOND DRILL RIG, with hydraulic adjustable height
Stock no Description Collar Base size Weight Working height Column height £ ex VAT
473230 EBW2300 drill rig 60mm 240x170mm 40kg 1460-2300mm 1460-2300mm 1229.00

Made in
Germany

1¼" BSP male external  thread

soft start switch three speed gearbox

dust port & water feed

½" BSP female 
internal  thread
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adjustable angle side handle

thermal overload 
indicator lights

quick mount system on the 
ETN162 drill & BST182 rig

safe horizontal drilling 
of large diameter holes




